
INSTALLATION INSTRUCTIONS.  PLEASE READ BEFORE INSTALLING PADS. 

USING THE E-Z SLIDES AND BUNKENDERS  

E-Z Slide and BunkEnder Boat Trailer Pads  

The E-Z Slides and BunkEnders will enable boats to slide on and 
off bunk trailers more easily and protect your bunks from wear.  
They are molded from a slippery plastic composite and will mount 

directly to existing bunks.   

The E-Z Slides and BunkEnd-
ers are not designed for use 
with every boat and may 
damage the boat’s bottom if 
used inappropriately.   

RECOMMENDED USES 

Please read the following usage guidelines before mounting the E-Z 

Slides or BunkEnders to your trailer.  

Owners using the E-Z Slides and BunkEnders do so strictly at their own risk.  

Ironwood Pacific Outdoors, Inc. will accept no claims for any damage to these 
boats.   

Before launching your boat from a trailer mounted with E-Z Slide and BunkEnder Pads be sure to 
attach a line to the boat so that it can be controlled from the dock or shore.  Do not remove 
the winch line until the boat is in the water.  The boat must be tied down securely when 
transporting on a trailer mounted with E-Z Slide or BunkEnder Pads. 

E-Z Slides and BunkEnders are recommended for the following: 
• All metal boats with an unpainted bottom 
• Fiberglass boats weighing less than 1,500 pounds (boat and motor combined weight).          

Welded metal boats with painted bottoms may experience paint wear or scuffing in those areas 
contacting the pads, similar to normal wear that can occur with carpeted bunks.   

Fiberglass boats weighing more than 1,500 pounds may experience surface damage to their gel 
coat finish in those areas coming in contact with the pads.    
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The pads should be wiped clean of road grit each time before loading the boat.  Inspect the pads 
to ensure that the pads are secure, the screws remain tight, and that no undue wear is occurring 
on the pads.  The pads should be removed if undue wear is occurring on the pads or on the boat. 

1. Position the first pad (EZ Slide or BunkEnder), smooth side up, at the end of the bunk with 
the end of the pad flush with the end of the bunk.  Drill a 1/8” pilot hole through one of the 
mounting holes and attach the pad with a stainless screw (supplied).  The screw must be 
tightened by hand as over-tightening may damage the pad.  Before drilling the second pilot 
hole, be sure that the pad is resting flat against the bunk.  Drill the second pilot hole and 
secure the pad with another screw.  The screws should be seated snugly in the molded 
holes and the screw heads should be well below the surface of the pads (to prevent 
scratching of the boat hull). 

2. Position the second pad at the other end of the bunk.  Secure as described in Step 1 with 
stainless steel screws.   

3. Evenly space the remaining E-Z Slide Pads between the ends of the bunk and secure to 
bunks with the remaining stainless screws.  The pads should be spaced 12”-18” apart, with 
heavier boats requiring closer spacing.   

4. Repeat the procedure for the other bunk(s). 

5. Check all pads to ensure that they are securely fastened and the screw heads are below the 
surface of the pad. 

E-Z SLIDE AND BUNKENDER MAINTENANCE 

LIMITED WARRANTY 

The E-Z Slides and BunkEnders are warranted against defects in material and workmanship under normal 
use for a period of five years.  If the product fails due to defects in material or workmanship, return the 

damaged item to us along with the original dated receipt.  Your repaired item or replacement product will 

be returned to you postpaid.   

Send to: Ironwood Pacific Outdoors, Inc.   |  PO Box 1568  |  Lake Oswego, OR  97035 

In no event will Ironwood Pacific Outdoors, Inc. be liable to the purchaser or other party for damages to 
the boat and/or trailer, lost savings or profits, or other damages arising out of use or inability to use the 

product.   

E-mail: info@ironwoodpacific.com 
Phone: 1 800 261 1330 

INSTALLATION INSTRUCTIONS  

The boat must be removed from the trailer before installing.  The E-Z Slides and BunkEnders may 
be installed over the bunk carpet or directly to the bunks.  Make sure that the wood in the bunks 
is not rotten before installing the pads.   

Confirm that you have enough slides to adequately cover the bunks.  The pads should be spaced 
12” – 18” apart on the bunks. 


